EX. R.O.W.

PROPOSED LINDGREN ROAD
STA. 36-+87.54 TO 41-+69.59
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LEGEND, EXISTING

EXISTING GROUND LINE

EXISTING HOT-MIX ASPHALT - SEE TABLE FOR THICKNESS

EXISTING AGGREGATE BASE COURSE - SEE TABLE FOR THICKNESS
EXISTING AGGREGATE SHOULDER

EXISTING TYPE B6.12 CURB AND GUTTER

FULL DEFTH HMA PAVEMENT STRUCTURE - TO BE REMOVED (44000100)
PAVEMENT REMOVAL (SURFACE COURSE), 13" (44004500)
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AGGREGATE SHOULDER - TO BE REMOVED (INCLUDED IN EARTH EXCAVATION - 20200100)
TOPSOIL STRIPPING (REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL - 20201200)
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= VARIES ; 6,267 |6 EARTH EXCAVATION - (20200100
o ! & SAW CUTTING (FULL DEPTH) - INCIDENTAL TO APPLICABLE REMOVAL ITEMS
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I i I LEGEND, PROPOSED
| | | (D HMA FULL PAVEMENT (FULL-DEPTH), 6"
| | | HMA SURFACE COURSE, MIX D", N50, 2 (40603335)
| ! “.:"""”<\<\"\\<‘z’" —= TT\ | HMA BINDER COURSE, IL-13.0, N50, 4" {IN 2 LIFTS - 40603080)
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~ 1 | :&\\\‘\\\ T ] (Z) HMA FULL PAVEMENT (FULL-DEPTH), 8"
2 XS A
~_ /~ L TTREES e SAL \\ l HMA SURFACE COURSE, MIX C, N30, 2" (40603305)
~
~ NN | HMA BINDER COURSE, IL-19.0, N50, 6" (IN 2 LIFTS- 40603080
) - | (3 BITUMINOUS MATERIALS (PRIME COAT) (40600100)
\\\\ —_——— T T T e T— —_—— (@) AGGREGATE SUBGRADE, 12 (Z0001050)
¢ \“""”"—”"*““”‘l‘ ****** (® HMA SHOULDERS, 6" (48203100)
3 HMA SURFACE COURSE, MIX D", N50, 2"
s HMA BINDER COURSE, IL-19.0, N50, 4” (IN 2 LIFTS)
z (& HMA SHOLLDERS, 8" (48203100)
5
5 EXISTING LINDGREN ROAD HMA SURFACE COURSE, MIX “C”, N30, 2"
z TA. 24 + 23. . .
: § 23.68 TO STA. 30+86.75 HMA BINDER COURSE, IL-19.0, NS0, 67 (IN 2 LIFTS)
p
: (7  AGGREGATE SHOULDERS, TYPE B 6" (48101500)
o
5 PROCESSING MODIFIED SOIL 12 (30200650)
APPROXIMATE EXISTING TOPSOIL DEPTHS © FLY ASH (30201600)
E APPROXIMAT " ROADWAY STATION LIMITS TOPSOIL (@ GRADING AND SHAPING DITCHES (21400100)
g E EXISTING PAVEMENT DEPTHS LINDGREN 36+00 TO 37+75 22" (@) TOPSOIL PLACEMENT, 6" (TO BE PAID AS TOPSOIL EXCAVATION AND PLACEMENT - 21101505)
5 HOT-MIX | AGGREGATE LINDGREN 37+75 10 40425 47
: ROADWAY STATION LIMITS ASPHALT BASE CINDGREN T0T25 To 43500 a7 @ SEEDING, CLASS 2A W/EROSION CONTROL BLANKET (25000210/25100630)
E . LINDGREN 25+00 TO 32+00 1.4" 10" NATIONAL 1400 TO 4+25 4 @ FERTILIZER NUTRIENTS (25000400-25000600)
= PLANK 294+00 TO 300+00 8.9" 14" NATIONAL 4425 TO 4+50 24"
i PLANK 300400 T0 304500 0 57 BLANK 592100 TO 299475 e @@ STRUCTURAL EMBANKMENT (PER SECTION 205 OF THE STANDARD SPEICIFICATION)
o NORTH GROVE 34+00 10 35450 9.8" 8" PLANK 299+75 TO 301425 22"
8 NATIONAL 1+00 T0 4+50 6" 12” PLANK 301425 T0 302+00 6"
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